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DRAWING NUMBER WHERE
THE SECTION IS SHOWN
(SEE NOTE)
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SEE NOTE 4 ON SHEET CSO1.
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NOTES

1. THE SPRINKLER SYSTEM WILL BE MODIFIED BY CORRECTIONS, THE CONTRACTOR SHALL
COORDINATE WITH CORRECTIONS DURING DEMOLITION IN ORDER TO ENABLE
CORRECTIONS TO REUSE THE EXISTING SPRINKLER SYSTEM.

2. CORRECTIONS WILL BLUE STAKE THE CONSTRUCTION AREA. IF DAMAGE TO EXISTING
UTILITIES OCCURS WHERE BLUE STAKES INDICATED THERE WERE UTILITIES, IT SHALL BE
THE REPONSIBILITY OF THE CONTRACTOR TO REPAIR. IF THE AREA WHERE DAMAGE
OCCURS WAS NOT BLUE STAKED, T WILL BE THE RESPONSIBILITY OF CORRECTIONS TO
MAKE THE REPAIR.

3. DURING THE INSTALLATION OF THE PERIMETER SECURITY FENCING, THE CONTRACTOR
MUST BE AWARE THE SECURITY SYSTEM WILL BE INSTALLED DURING THE SAME TIME
PERIOD BY OTHERS. THE LOCATION OF THE PERIMETER FENCE IS CRITICAL AND SHALL
BE WITHIN £0°—6" OF THE INDICATED DESIGN. COORDINATION BETWEEN BOTH PARTIES
WILL BE CRITICAL IN ACCOMPLISHING THIS PROJECT.

4. EXISTING FENCE TO REMAIN IN PLACE EXCEPT WHERE THE NEW FENCE CONNECTS TO
THE EXISTING FENCE.

DEMOLITION NOTES:

@EXISTING TREE OR SHRUB TO BE REMOVED AND DISFPOSED OF BY OTHERS.

@ SECURITY LIGHTING TO BE REMOVED AND RELOCATED BY OTHERS.

@ FLAG FOLES TO BE REMOVED AND RELOCATED BY OTHERS.

@ CAFP END OF EXISTING PIPE WITH CONCRETE PLUG.

@ SAWCUT, REMOVE AND DISPOSE OF EXISTING CONCRETE WALK FOR INSTALLATION OF GATE AND FENCING.
@ SAWCUT, REMOVE AND DISPOSE OF EXISTING ASPHALT ROAD FOR INSTALLATION OF FENCING.

@ REMOVE AND DISPOSE OF EXISTING SOD.

B
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NOTES

1.

THE SPRINKLER SYSTEM WILL BE MODIFIED BY
CORRECTIONS, THE CONTRACTOR SHALL COORDINATE WITH
CORRECTIONS DURING DEMOLITION IN ORDER TO ENABLE
CORRECTIONS TO REUSE THE EXISTING SPRINKLER SYSTEM.

CORRECTIONS WILL BLUE STAKE THE CONSTRUCTION AREA.
IF DAMAGE TO EXISTING UTILITIES OCCURS WHERE BLUE
STAKES INDICATED THERE WERE UTILITIES, IT SHALL BE THE
REPONSIBILITY OF THE CONTRACTOR TO REPAIR. IF THE
AREA WHERE DAMAGE OCCURS WAS NOT BLUE STAKED, IT
WILL BE THE RESPONSIBILITY OF CORRECTIONS TO MAKE
THE REPAIR.

DURING THE INSTALLATION OF THE PERIMETER SECURITY
FENCING, THE CONTRACTOR MUST BE AWARE THE SECURITY
SYSTEM WILL BE INSTALLED DURING THE SAME TIME PERIOD
BY OTHERS. THE LOCATION OF THE PERIMETER FENCE IS
CRITICAL AND SHALL BE WITHIN +0'—-6" OF THE INDICATED
DESIGN. COORDINATION BETWEEN BOTH PARTIES WILL BE
CRITICAL IN ACCOMPLISHING THIS PROJECT.

EXISTING FENCE TO REMAIN IN PLACE EXCEPT WHERE THE
NEW FENCE CONNECTS TO THE EXISTING FENCE.

DEMOLITION NOTES:

@EXISTING TREE OR SHRUB TO BE REMOVED AND

DISPOSED OF BY OTHERS.

@SECURITY LIGHTING TO BE REMOVED AND RELOCATED

BY OTHERS.

@FI_AG POLES TO BE REMOVED AND RELOCATED BY OTHERS.

@CAP END OF EXISTING PIPE WITH CONCRETE PLUG.

@SAWCUT, REMOVE AND DISPOSE OF EXISTING CONCRETE

WALK FOR INSTALLATION OF GATE AND FENCING.

@SAWCUT, REMOVE AND DISPOSE OF EXISTING ASPHALT

ROAD FOR INSTALLATION OF FENCING.

@REMO\/E AND DISPOSE OF EXISTING SOD.

LEGEND

(NOTE: SHADED [TEMS ARE EXISTING)
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NOTES

1.

THE SPRINKLER SYSTEM WILL BE MODIFIED BY CORRECTIONS, THE CONTRACTOR SHALL COORDINATE
WITH CORRECTIONS DURING DEMOLITION IN ORDER TO ENABLE CORRECTIONS TG REUSE THE
EXISTING SPRINKLER SYSTEM.

CORRECTIONS WILL BLUE STAKE THE CONSTRUCTION AREA. IF DAMAGE TO EXISTING UTILITIES
OCCURS WHERE BLUE STAKES INDICATED THERE WERE UTILITIES, IT SHALL BE THE REPONSIBILITY
OF THE CONTRACTOR TO REPAIR. IF THE AREA WHERE DAMAGE OCCURS WAS NOT BLUE STAKED, IT
WILL BE THE RESPONSIBILITY OF CORRECTIONS TO MAKE THE REPAIR.

DURING THE INSTALLATION OF THE PERIMETER SECURITY FENCING, THE CONTRACTOR MUST BE
AWARE THE SECURITY SYSTEM WILL BE INSTALLED DURING THE SAME TIME PERIOD BY OTHERS. THE

LOCATION OF THE PERIMETER FENCE IS CRITICAL AND SHALL BE WITHIN £0'—6" OF THE INDICATED
DESIGN. COORDINATION BETWEEN BOTH PARTIES WILL BE CRITICAL IN ACCOMPLISHING THIS
PROJECT.

CONTRACTOR SHALL RELOCATE EXISTING FIRE HYDRANT. FIRE HYDRANT SHALL BE PLACED BETWEEN
EDGE OF EXISTING ASPHALT AND OUTER PERIMETER FENCE. FIRE HYDRANT SHALL BE PROTECTED

BY (2) 6” BOLLARDS.

CONTRACTOR SHALL CONSTRUCT THE OUTSIDE FENCE FIRST. ONCE THE QUTSIDE FENCE HAS BEEN
COMPLETED, CONTRACTOR SHALL CONSTRUCT THE INSIDE FENCE WITHIN THE AREA OUTSIDE OF THE
EXISTING OUTSIDE PERIMETER FENCE. ONCE THE INSIDE FENCE HAS BEEN COMPLETED OUTSIDE OF
THE EXISTING OUTSIDE FENCE, CONTRACTOR SHALL BREACH EXISTING OUTSIDE FENCE AND
COMPLETE THE EXTENSION OF THE NEW INSIDE FENCE TO THE EXISTING INSIDE FENCE. THIS
CONNECTION SHALL BE COMPLETED BY THE CONTRACTOR IN ONE DAY. THE SECTION OF INSIDE
FENCE BETWEEN THE EXISTING OUTSIDE FENCE AND EXISTING INSIDE FENCE SHALL BE
CONSTRUCTED WITH THE POSTS SET IN CONCRETE AS SPECIFIED, BUT SHALL NOT BE
CONSTRUCTED WITH THE CONCRETE GRADE BEAM.

EXISTING FENCE TO REMAIN IN PLACE EXCEPT WHERE THE NEW FENCE CONNECTS TO THE EXISTING
FENCE. 2

g
1
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Ry

SEE NOTE 5
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3 State of Utah
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|EEp 0. a8 1. THE SPRINKLER SYSTEM WILL BE MODIFIED BY CORRECTIONS, THE CONTRACTOR SHALL COORDINATE Construction & Management
SEE NOTE 5 —=—{ A7 /175" WITH CORRECTIONS DURING DEMOLITION IN ORDER TO ENABLE CORRECTIONS TO REUSE THE 4110 State Office Building
& a5y £aH EXISTING SPRINKLER SYSTEM. D Salt Lake City, Utah 84114
Bt Phone: (801) 538 - 3018
—— SRSy S8 S Fax: (801) 538 - 3267
| G GEp 2. CORRECTIONS WILL BLUE STAKE THE CONSTRUCTION AREA. IF DAMAGE TO EXISTING UTILITIES
B OCCURS WHERE BLUE STAKES INDICATED THERE WERE UTILITIES, IT SHALL BE THE REPONSIBILITY Internet: http://dfcm.utah.gov
5 ‘}z—:—::—:—::—..:—:: OF THE CONTRACTOR TO REPAIR. IF THE AREA WHERE DAMAGE OCCURS WAS NOT BLUE STAKED, IT
> GEEAEE TS WILL BE THE RESPONSIBILITY OF CORRECTIONS TO MAKE THE REPAIR.
[+ _
/ BEEys BR 3. DURING THE INSTALLATION OF THE PERIMETER SECURITY FENCING, THE CONTRACTOR MUST BE
B aF SE AWARE THE SECURITY SYSTEM WILL BE INSTALLED DURING THE SAME TIME PERIOD BY OTHERS. THE
By LOCATION OF THE PERIMETER FENCE IS CRITICAL AND SHALL BE WITHIN +£Q'—6" OF THE INDICATED
e DESIGN. COORDINATION BETWEEN BOTH PARTIES WILL BE CRITICAL IN ACCOMPLISHING THIS
SCALE IN_ FEET Byt By PROJECT.
SR o] 4. CONTRACTOR SHALL RELOCATE EXISTING FIRE HYDRANT. FIRE HYDRANT SHALL BE PLACED BETWEEN EUILDING NAME.
TR S EDGE OF EXISTING ASPHALT AND OUTER PERIMETER FENCE. FIRE HYDRANT SHALL BE PROTECTED :
SRRy Stk BY (2 6” BOLLARDS.
w é{) Sl & SERE PERIMETER FENCE ( B DRAPER PRISON
WATER VALVE 00 BRI Y St S 201 TIMPANAGOS AND
: Y ¥ SEECEE S5 5. CONTRACTOR SHALL CONSTRUCT THE OUTSIDE FENCE FIRST. ONCE THE OUTSIDE FENCE HAS BEEN
E 153153511 v ShEAys ot COMPLETED, CONTRACTOR SHALL CONSTRUCT THE INSIDE FENCE WITHIN THE AREA OUTSIDE OF THE OLYMPUS FACILITY
EL 4445.00 - / B 2 B0 SEr s EXISTING OUTSIDE PERIMETER FENCE. ONCE THE INSIDE FENCE HAS BEEN COMPLETED OUTSIDE OF
S G THE EXISTING OUTSIDE FENCE, CONTRACTOR SHALL BREACH EXISTING OUTSIDE FENCE AND SECURITY FENCING
b= ST HEAE COMPLETE THE EXTENSION OF THE NEW INSIDE FENCE TO THE EXISTING INSIDE FENCE. THIS
oY CONNECTION SHALL BE COMPLETED BY THE CONTRACTOR IN ONE DAY. THE SECTION OF INSIDE UPGRADE
SR ey FENCE BETWEEN THE EXISTING OUTSIDE FENCE AND EXISTING INSIDE FENCE SHALL BE
Rz} aE CONSTRUCTED WITH THE POSTS SET IN CONCRETE AS SPECIFIED, BUT SHALL NOT BE
| e aE CONSTRUCTED WITH THE CONCRETE GRADE BEAM.
JESE V0 6. EXISTING FENCE TO REMAIN IN PLACE EXCEPT WHERE NEW FENCE CONNECTS TO THE EXISTING
SXE IHN TP, FENCE.
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State of Utah

Department of Administrative Services

GENERAL NOTES: Division of Facilities

/ Eﬁosww(}ﬂice& Buil'ﬁlt

| e (1) GROUNDING POST — A GROUND STRAP SHALL D Selt Lake City, Utah 84114

- - BE BOLTED FROM THE TOP RAIL TO THE Faus 801) 598 . 5267
POST, A SECIND STRAP SHALL BE BOLTED '

FROM THE POST TO A 2” X 8—07 Internet: http://dfem.utah.gov
GROUNDING ROD, DRIVEN INTO THE GROUND.

MAXIMUM DISTANCE BETWEEN GROUNDING
POSTS SHALL BE 100°-0".

TWO STIRRUPS WILL BE SET INTO THE
CONCRETE WITH EQUAL SPACES. STIRRUP

i /@ SHALL BE 7 GAUGE (MIN) AND MUST BE
B GALVANIZED. BUILDING NAME:
| ; < , % TENSION WIRE (AS SPECIFIED) SHALL BE g | PRAPER PRISON
EEEE £V FY ARSI S UGN o A WE ¢ MR N R SENER ) INSTALLED THRQOUGH EACH STIRRUP. TIMPANAGOS AND
T - : REEEN a T - 1 A IEMERE I S SR T Py
A L S o e T T OLYMPUS FACILITY
R e A L F PP L R L SECURITY FENCING
/" CONTINUOUS UPGRADE
8” X 36” CONCRETE m POST FOOTING AS
GRADE BEAM v SPECIFIED _
/4
/
150, 189253
PERIMETER FENCE ELEVATION N
B 1 SCALE: NONE enisTE
PROJECT TITLE:
— - VARIES — REFERENCE PLAN FOR DISTANCE _ TIMPANAGOS AND
MUST BE NO LESS THAN 25'—0” | OLYMPUS EACILITY
SECURITY FENCING
| 3 EACH 77N UPGRADE
J [ RAZOR RIBBON \ {1 O
RAZOR RIBBON INSIDE FENCE CONTINUQUS NS QUTSIDE FENCE
CONTINUOUS ////r_ AS SPECIFIED > ////—_
AS SPECIFIED (.
. \__s
g 4 MARK | DATE DESCRIPTION
R { ! ISSUETYPE: CON DOC
. T s ISSUE DATE:  June 2006
FABRIC SIDE ™ FABRIC SIDE
AN AN DFCM PROJECT NO: 05082100
. PROJECT NO:  145-06-01
4” GRAVEL BETWEEN DWGFILE. DOLDWG
PERIMETER FENCE AND DRAWNBY: RG
ASPHALT ROAD — SPEC CHK'DBY: KB
A SECTION 02720 COPYRIGHT: BOWEN, COLLINS & ASSOCIATES
A SHEET TITLE
3 FENCE DETAILS
A X i || Foroemer=o=s
ARG R
CONTINUOU?/{/\\\\///E\\C/%\\////E\\C/( ) Z‘*” GRAVEL BETWEEN WEED W b \EXISTING ASPHALT
8" X 38" CONCRETE  Alil|  PERIMETER FENCES — CONTROL MAT x&g{_ﬁx ROAD
GRADE BEAM_______/// 24l  SPEC SECTION 02720 AS SPECIFIED VIRIAMIE WEED CONTROL MAT
\ SHEET NUMBER
AS SPECIFIED
3—0" MIN. X 14" DIAMETER FOOTING BEYOND
TYPICAL FOR LINE POSTS — REFERENCE SPEC. CONTINUOUS
SECTION 02820 FOR CORNER POSTS AND 8” X 38" CONCRETE
GATE POST FOOQOTING GRADE BEAM

A1 EAEEEN-IE_ION - PERIMETER FENCE DO
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MAN GATE ELEVATION
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CONTINUOUS

BUILDING

PARKING
LOT SIDE

FABRIC SIDE
EXISTING  NEW NEW EXISTING
CONC. | CONC. CONC. | CONC.
I (MATCH™ [MATCH ;
‘ EXISTING) | | existng)l 1 ”
SR i AT 4

MAN GATE PLAN

SCALE: NONE

SCALE: NONE
" PARKING
D LOT SIDE //;:}
S CarenEaey A% VI
T 0 .. 5T . 2P
Pl v o RN
*S’E_ 8’4" " ?
— 10'-0" »>§>
BUILDING
SIDE

MAN GATE
SECTION

SCALE: NONE

B2

GENERAL NOTES:

(1)6 X 6 X 3~
TUBING.

GALVANIZED SQUARE

@\/ERTICAL FRAME OPENING SHALL BE
8 —1" CLEAR FROM SIDEWALK TO
BOTTOM OF TUBING HEADER.

@HORIZONTAI_ FRAME OPENING SHALL
BE 8 —0" CLEAR TUBING TO TUBING.

@CONTRACTOR SHALL COORDINATE WITH
CORRECTIONS BEFORE POURING
CONCRETE. CORRECTIONS SHALL
PROVIDE AND INSTALL POWER AND
CONTROLS CONDUIT TO BE EMBEDDED
IN FOOTING.

(5) #4 REBAR AS SHOWN.

@STANDARD END /CORNER FENCE POST.

B

MAN GATE ELEVATION
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